
������ � �	�

�
���
������������
�
������

������������	
����

��	���������������
�

��������	
��������

����	����� �	 ����	�

� �
��� ������������ � � � � ������ �!����"���#$�%&'� � � � � (��� ����)�*�+�,-�	�$�..+



��/01223/��.�3�2&�..�&3/���1+/��1�4145
6����	�� �
��7�	����� ����
�,��������*����*��
�����,� �����*�)7�	��
)������,-��-����	7��

����	�����)�*�� ������2�7��,7$�..+�!��2#��77),�7�
	�� ��7-� 	7�8�
���� ���*� �����
� ����*�� ���)������9� �* �7��	9��,����	�� � � ��2� �77),�7� 	� �
��8�
���������7-� 	7�8�
������7)
��	� �9��,��,-��-���
�	7��

����	$����	��	���
��	���)-�	� �*�7� �	9��,���� 	��� ����-����	7��

����	� �7��*�� ��7-�	7�8�
�����9�� *���	7��

������3�� �7� ��)����7-� 	7�8�
���� ���
����9���	� �����)���8�9�����	���9���	�����*����)7�	� ���
�����
�,)
��,�����

3�+.:414�3&1�25
��������	
�����
��� ������ � �������
��������	
�����
�����������	���
���	��������	���	���

�1;:3�14�&//.25
�����������
������
�����
����
��
�����
�������
����������
�

���

��/%.1�2�/��;:12&3/�2<

����	������������	������������������������	

�������������������������	����	�����

�� !!� ""�##�#

��	
��������
��$��
��
%�����	� �!!��&�&��	
�'�!!��&�&�(��

)�������
��������������������� ���&������&���

)������*�������� �����������+������&���

�.1�21��1�4�3�2&�:+&3/�2���3/��&/�3�2&�..�&3/��

���� ��



���� ��

�&�� ,���������������������������������������	
&��
,������ )*�� ������� ����� �����	
���� ���
�	
�
����������	���	��������������������	����������&

-&� ,�������.��������
��.������������	
�������������
������ �	&��������������������	
�������
����
��	�
��������������	
&

/&�� 0	���
�)*����		������&

"&�� 1	����� �������
� �
������ ���	���� �	�� � �������
�����	
�������
�	
���������������		�����������
��
����������������	&

� �

 =

��

�
�����������	



���� ��

5. Connect the supplied adapter harness onto 
both ends of OE wires.

6. Plug the Signal® mirror wire connectors 
together. 

7. Assemble Signal® mirror into housing by 
routing Signal® mirror wires along the top 
of the assembly.  Insert the tabs into the slots 
as shown.  Carefully swing the Signal® 
mirror into position.  Reattach the screw 
located on the bottom of the mirror housing.  
Activate turn indicator to verify that the 
Signal® mirror is functioning.

8. Repeat step 1 – 7 for the mirror on the other 
side.
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